
                                     The most advanced 
and easy-to-operate rig 

in the world!

 Hook Load: 

  500,000 lbs. 

  (226 Tonnes)

 Top Head Drive

 Rack & Pinion

 Slip Spindle prolongs the life of the pipe threads

 Self-Erecting Driller's Control Cabin

 Hydraulic Wrenches for 

Make Up & Break Out

Driller's Cabin operated 

  Pipe Handling System

 271/2 in. Master Bushing

 Accommodates Range III Drill Pipe 

  as well as Drill Collars & Casing 

  to 20 in.!

an Astec company

Safe, Effi cient OperationSafe, Effi cient Operation
keeps your 2-3 man crewkeeps your 2-3 man crew
out of the Danger Zones!out of the Danger Zones!

Small Foot Print!Small Foot Print!

ONLY 10 LOADS FOR:
• Rig
• Power Packs
• Driller's Cabin
• Pipe Handler

ASK ABOUT OURASK ABOUT OUR
XLD OPTION PACKAGEXLD OPTION PACKAGE

Fast  Mobility
Fast  Rig Up

Fast  Rig Down



PERFORMANCE SPECIFICATIONS
Top Head Drive
Top Head Drive System:   Rack & Pinion Drive with Adjustable 

Force Limiter
Max Hookload:  500,000 lbs. (226 Tonnes)

Rotary System:   (2) Pinion & Gear Drive with 
Infi nitely Variable Torque

Max Rotary Torque:  30,000 ft. lbs. (40,675 Nm)
Max Rotary Speed:  137 RPM @ 11,500 ft. lbs. (15,592 Nm)
Max Rotary Pressure:  5,000 psi (345 bar)

Slip Spindle:  6 5/8 API-FH Lower Tool Joint Connection
Top Head Drive Dimensions:

Length:  14 ft. (4.26 m)
Width:  10 ft. (3.04 m)

Top Head Drive Weight:  46,000 lbs. (20,866 kg)

Derr ick Mounted Dri l l  Rig Transport
Dimensions (with Lower Derrick):

Length:  66 ft. (20.1 m)
Width:  10 ft. (3.04 m)
Height:  13.5 ft. (4.11 m)

Weight (with Lower Derrick):  131,600 lbs. (59,693 kg)
King Pin Size:  2 in. (51 mm)
Weight on King Pin:  48,380 lbs. (21,945 kg)
Boom Hoist:  5,000 lbs. (2,268 kg) Rating

Stinger Axel
Axels & Spacing:  (2), 4 ft. 6 in. (1.37 m)
Dimensions:

Length:  18 ft. 6 in. (5.63 m)
Width:  8 ft. 6 in. (2.59 m)
Height:  3 ft. 6 in. (1.06 m)

Total Weight:  6,800 lbs. (3,084 kg)
Weight per Stinger Axel:  12,000 lbs. (5,452 kg)

Derr ick
Confi guration:  (2) Piece Working Assembly
Trailer Mounted Derrick Dimension:

Length:  55 ft. 6 in. (16.9 m)
Width:  10 ft. (3.04 m)

Trailer Mounted Derrick Weight:  49,600 lbs. (22,498 kg)
Derrick Attachment Dimensions:

Length:  32 ft. (9.75 m)
Width:  10 ft. (3.04 m)

Derrick Attachment Weight:  21,000 lbs. (9,526 kg)
Total Derrick Assembly Weight:  70,600 lbs. (32,024 kg)
Crane:   (1) Derrick Mounted with 5,000 lbs. 

(2,268 kg) lift rating trailer mounted winch
Crane Height:  3 ft. 3 in. (.99 m)
Boom Length:  10 ft. 6 in. (3.20 m)

Total Drill Rig Working Height:  99 ft. 3 in. (30.25 m)

Power Train
Engine:  (2) Caterpillar C-18 Tier III Diesel
Single Engine Rating:  755 HP (570 kW)
Total System Engine Rating:  1,510 HP (1,140 kW)

Power Train Conf igurat ion
Mounting:  (2) Sound-Reducing ISO Containers
Container Dimensions:

Length:  40 ft. (12.2 m)
Width:  8 ft. (2.43 m)
Height:  10 ft. (3.04 m)

Container Weight:  50,000 lbs. (22,680 kg) each

Self-Erect ing Dri l ler 's  Cabin
Driller’s Cabin Dimensions:

Length:  20 ft. (6.09 m)
Width:  8 ft. (2.43 m)
Height:  8.5 ft. (2.59 m)

Driller’s Cabin Support Skid:  (1) Steel Constructed Platform
Cabin Support Skid Dimensions:

Length:  46 ft. (14.02 m)
Width:  10 ft. (3.04 m)
Height:  2 ft. (.60 m)

Platform Weight (including Cabin): 49,000 lbs. (22,226 kg) each

Substructure
Drill Rig Base:  (2) Piece Steel Elevated
Assembly Upper Mud Boat Dimensions:

Length:  37 ft. (11.2 m)
Width:  10 ft. (3.04 m)
Height:  10.25 ft. (3.12 m) lowered for shipping

Upper Mud Boat Weight:  82,000 lbs. (37,195 kg)
Assembly Lower Mud Boat Dimensions:

Length:  29 ft. (8.83 m)
Width:  10 ft. (3.04 m)
Height:  2 ft. (.60 m)

Lower Mud Boat Weight:  23,788 lbs. (10,790 kg)
BOP/Ground Clearance:  14 ft. (4.26 mm)
Side Support Skid:  (1) Steel Constructed Platform
Side Support Skid Dimensions:

Length:  15 ft. (4.57 m)
Width:  10 ft. (3.04 m)
Height:  2 ft. (.60 m)

Side Support Skid Weight:  8,000 lbs. (3,628 kg)

Wrench 
Wrench Type:   Open-side style with 7 in. (178 mm) Bore 

Clamp Cylinder
Max Breakout Torque:  80,000 ft. lbs. (108,500 Nm)
Max Makeup Torque:  65,000 ft. lbs. (88,130 Nm)
Clamp/Grip Range:  3.5 in. - 8.5 in. (88.9 - 215.9 mm)
Wrench Assembly Total Weight: 6,000 lbs. (2,722 kg)

Pipe Handl ing System 
Max Drill Pipe Size:  Range III
Max Drill Pipe/Casing

Tubular Dimension:  2 3/8 in. (60.325 mm) - 20 in. (508 mm) OD
Max Drill Collar Size:  8 in. (203.2 mm) Range II
Max Lift Rating:

Range II:  4,400 lbs. (1,996 kg)
Range III:  3,600 lbs. (1,633 kg)

Pipe Handler Assemby Dimensions (including Skid in Transport Position):
Length:  43 ft. 6 in. (13.26 m)
Width:  10 ft. (3.04 m)
Height:  10 ft. 5 in. (3.17 m)

Total Weight:  60,000 lbs. (27,216 kg)

Indexing Pipe Racks    (2) Hydraulically adjustable for height & angle
Pipe Rack Dimensions (each):

Length:  20 ft. (6.10 m)
Width:  4 ft. (1.21 m)
Height:  5 ft. (1.52 m)

Pipe Rack Total Weight:  5,300 lbs. (2,404 kg) each
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*Note: All product performance specifi cations, components, weights, dimensions and other related information is subject to change without notice from the manufacturer.


